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CUSTOM TRUCKS BUILT TO 
ORDER. CALL FOR MORE DETAILS

Boom Options:
Using a boom allows the suction tube to be 
easily moved in and out of work zones and 
reduces fatigue of operator.

•	 Strong-Arm Boom/Manually Operated
•	 Hydraulic Boom/Remotely Operated

550 Gallon: 
•	 1000 CFM or 600 CFM options
•	 Horsepower 49
•	 Spoils Tank Capacity 550 gal
•	 Water Capacity 2 x 100 gal
•	 Manual or Hydraulic Boom Options

850 Gallon: 
•	 1000 CFM or 600 CFM options
•	 Horsepower 49
•	 Spoils Tank Capacity 800 gal
•	 Water Capacity 2 x 250 gal
•	 Manual or Hydraulic Boom Options

Viper Pothole Tool:
Only available from Ring-O-Matic, the VIPER 
Pothole Tool delivers unmatched performance 
on the job site. 

•	 Patented Technology
•	 Increased Productivity
•	 Provides safe exposure/daylighting of utilities
•	 Dielectric Fitting for operator safety

call for 
free demo!

1300 Gallon:
•	 1000 CFM or 600 CFM options
•	 Horsepower 49
•	 Spoils Tank Capacity 1300 gal
•	 Water Capacity 2 x 250 gal
•	 Manual or Hydraulic Boom Options

Kansas City, Tulsa, & St. Louis Des Moines & Omaha

AUTHORIZED DEALER
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Locators 
For Rent or Purchase

•	 The ML-1M features strong monotube construction, 
providing structural integrity you can count on. Easy to 
learn and simple one-hand operation; built-in handle. Has 
a digital meter to provide visual signal strength, polarity 
indication, gain setting plus battery life display.

•	 ML-3 provides an ergonomic, lightweight, rugged, one-
handed operation option to traditional magnetic locators. 
The ML-3 offers unparalleled durability. The ML-3 is 
digitally tuned and 100 percent waterproof. It’s rating is 
IP68 certified up to 250 feet.
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RD7200 Locator:
•	 5W or 10W Transmitter options
•	 8 Active frequencies

512Hz, 640Hz, 8kHz, 33kHz, 65kHz,
83kHz, 131kHz and 200kHz

•	 4 Sonde frequencies 
512Hz, 640Hz, 8kHz and 33kHz

•	 Compass orientation
•	 Power filters
•	 Utility specific frequencies
•	 Strike Alert, warns of the 

presence of shallow cables
•	 Vibration handle

1450Hz, 4096Hz, 8kHz, 8440Hz, 9820Hz, 33kHz, 
65kHz, 82kHz, 83kHz, 131kHz and 200kHz
•	 4 Sonde frequencies 512Hz, 640Hz, 8kHz and 33kHz
•	 Built in GPS
•	 Ideal for congested underground infrastructures
•	 Rejects strong interfering signals
•	 Identify target power cable in the presence of many

PL-VF3 Pipe & Cable Locator (Rent or Buy)
•	 3W or 10W Transmitter options
•	 Standard frequencies: 512Hz, 8kHz, 33kHz, 82kHz, and 200kHz.
•	 Sonde frequencies 640Hz, 512Hz, 815Hz, 8.192kHz & 32.768kHz
•	 8 Locating Modes
•	 Transmits 2 frequencies at the same time
•	 Automatic Impedance Matching Technology
•	 Remotely controls your transmitter from the receiver to more than

400 meters (437 yards)
•	 High-Contrast LCD Interface with back light provides continuous

depth, current measurement, signal strength, and directional arrows
•	 Constant Depth & Current Measurement: real time updates online

depth and signal condition

RD8200G Locator: 
•	 5W or 10W 

Transmitter options
•	 21 Active frequencies 

ELF (98/128Hz), 512Hz, 
570Hz, 577Hz, 640Hz, 
760Hz, 870Hz, 920Hz, 
940Hz, 1090Hz, 1090Hz,

Magnetic Locators: 
Great entry level tool! (Sale Only)



We also offer...

Pipe Inspection Cameras (Sale Only)
Whether you are a plumber, municipality, or deep 
excavation contractor, our full line of sewer camera’s will 
help you see what your trying to find. There are entry level 
units with 100′ of cable or there are units that have WIFI 
recording capabilities along with counter and up to 400′ 
of cable.

JM-2512 Typhoon Trailer (Sale Only)
The JM-2512 Typhoon trailer jet is perfect for tackling 
large lines or remote jobs far from a water source.

•	 12 gallons of water per minute at 2500 psi
•	 200 gallon holding tank

FWL-150 Crawler (Sale Only)
•	 Steerable
•	 Designed for 6” to 80” pipes.
•	 Powered camera elevator and 2 brushless DC motors
•	 8 powered wheels and tilt measurement sensors
•	 Waterproof to 1 bar (14.5 psi)
•	 Auto speed control when retracting the crawler

Des Moines, IA Office
515-265-RENT (7368)

Kansas City, MO Office
816-731-8087

Omaha, NE Office
402-880-0712

Tulsa, OK Office
918-500-3696

St. Louis, MO Office
314-978-6764CS-SHORING.COM	 855.859.4212

Reel EZ Trailers
(Rent or Buy)

•	 Patented
•	 Maintenance free
•	 Self Loading
•	 One person loading and unloading
•	 EZ35 fits 60” reel with

2880lb Payload
•	 EZ35-IR fits 96” reel with 

2820lb Payload
•	 EZ80 fits 103” reel with 

7200lb Payload

Options: 
•	 EZ Reel Brake
•	 Reel Bar Level Jack
•	 Reel EZ Trac Solar 

Powered GPS Tracker

Jameson-sonde 
Duct Rodder
(Rent or Buy)

•	 Rod Diameters
1/4”, 3/8”, and 1/2”

•	 Rod Core 
0.197”, 250”, and .375”

•	 Available lengths 300’
up to 1,500’

•	 Tensile Pull Strength 400
Ibs, 800 Ibs, & 1,000 Ibs

•	 Bend Radius 4”, 7”, and 10” Scan now to see our 
product in action!

Sonde 512 Hz


